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ABSTRACT The formulation of a probability-stress-life (P-S-N) curve is a necessary step beyond the
basic S-N relation when dealing with reliability. This paper presents a model, relevant to
materials that exhibits a fatigue limit, which considers the number of cycles to failure and
the occurrence of the failure itself as statistically independent events, described with dif-
ferent distributions and/or different degree of scatter. Combining these two as a parallel
system leads to the proposed model. In the case where the S-N relation is a Basquin’s law,
the formulations of the probability density function, cumulative distribution function,
quantiles, parameter and quantile confidence interval are presented in a procedure that
allows practically any testing strategy.
The result is a flexible model combined with the tools that deliver a wide range of infor-
mation needed in the design phase. Finally, an extension to include static strength and
applicability to fatigue crack growth and defects-based fatigue approach are presented.
Keywords bootstrap; confidence interval; high cycle fatigue; probabilistic analysis;
reliability analysis; S-N curves.
NOMENCLATURE A = constant in the Basquin’s law
a = characteristic size of the material discontinuity
b = slope in the Basquin’s law
C = constant in the Paris–Erdogan relation
ΔK = SIF range
ΔKth = threshold SIF range
Fend = probability of endurance
Fexi = probability of existence
Fst = probability of static strength
KIC = plain strain fracture toughness
L = likelihood function
L = log-likelihood function
N = number of cycles
Nf = number of cycles to failure
¯ = natural logarithm
Ñ = array of all the Ni from the real test greater or equal of the minimum run out
Nvj = virtual number of cycles corresponding to the applied stress and the (randomly)
chosen probability
NRO = array of number of cycles of the run-out (not broken) specimens
n = exponent in the Paris–Erdogan relation
P = probability of failure
Pj = vector of probability values, randomly chosen at the j-th iteration of the boot-
strap procedure
ℚ = quantile
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Sf = fatigue limit
S = stress amplitude
Y = discontinuity shape function
α = 1% confidence level
δ = broken/run-out identifier
ϵ = error function
θ = vector of parameters for the Bi-conditional modelbθ = maximum likelihood estimate of θ
θend = vector of parameters for the Fend
θend = maximum likelihood estimate of θend
θexi = vector of parameters for the Fexi
θexi = maximum likelihood estimate of θexi
θst = vector of parameters for the Fst
μe N
 
= location parameter of the Fend (S(N) formulation)
μe S
 
= location parameter of the Fend (N(S) formulation)
μf = location parameter of the Fexi (equal to the scale parameter of the fatigue limit)
σe = scale parameter of the Fend (S(N) formulation)
σe′ = scale parameter of the Fend (N(S) formulation)
σf = scale parameter of the Fexi (equal to the shape parameter of the fatigue limit)
Φ = cumulative distribution function of the standardised normal or smallest ex-
treme value
φ = probability density function of the standardised normal or smallest extreme
value distribution
χ2 = chi-squared distribution
I NTRODUCT ION
The outcome of a fatigue test has usually at least these
two features:
• Fatigue life is inversely dependent from the applied
stress cycle amplitude; and
• Fatigue life exhibits some degree of scatter.
In its simplest form, log(N) is a linear function of log
(S).1–3 In special cases, more complex behaviour may be
observed4. However, for a class of materials and condi-
tions (e.g. steels and cast irons with N up to 108) of wide
use, fatigue tests outcome exhibits a change in slope asso-
ciated to the so-called knee point.
After that point, it is still disputed whether the follow-
ing trend has a lower slope5,6 or leads to an horizontal as-
ymptote. In the latter case, the asymptote value is also
known as the fatigue limit, that is a stress level below
which further cycling does not lead to failure. This paper
deals with this latter family of fatigue curves (Fig. 1).
Although the statistical nature of fatigue data has been
widely acknowledged from the very beginning, fatigue
data or properties are often presented in the form of me-
dian S-N curves, for either the finite life region or the
fatigue limit. On the other hand, the designer needs to
take into account an appropriate safety margin, because
no production can withstand a 50% failure rate. Such
safety margin can be somehow implicit in the classical
‘safety factor approach’, but being able to express a prob-
ability of failure is a much more powerful tool.
Components subjected to fatigue with a design endur-
ance over 107 and a feasible failure probability below
0.1% are the focus of this research. In essence, what is
needed at the end is the fatigue strength distribution at
the target design endurance. Together with testing strat-
egy, data analysis is crucial for deriving this information
with confidence.
The stair-case strategy is the most oriented on the
fatigue limit. However, either in its original Dixon and
Mood’s form7 or in more general Maximum Likelihood
formulations,8 the data analysis is strictly based on a
quantal approach, and thus, each test outcome is merely
a ‘broken’ or a ‘run out’. By doing so, an important in-
formation such as the number of cycles to failure
remains unused. Consequently, although recent
efforts9–11 have tried to optimise this methodology, its
ability to describe the scatter with sufficient confidence
remains limited.12
In order to take the number of cycles to failure into
account, a full P-S-N relationship must be employed,
and in recent years, a renewed interest in such field has
led to various models. However, many models like the
Random Fatigue Limit Model13 or the one proposed by
Castillo and Fernandez-Canteli,14 although built on
strong statistical basis, tie a fairly strong bond between
the High (sometimes the Low) and Very High Cycle
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Fatigue behaviour, implicitly assuming similarities in the
probabilistic outcome of different damaging mechanisms.
A more disjointed approach is proposed by Loren et al.15
and Paolino et al.,16,17 whose models allow for a different
degree of scatter in strength between the finite life region
and the fatigue limit.
The model proposed in this paper reinterprets a
well-known and vastly used basic representation under
a probabilistic fashion. Although independently devel-
oped, it is heavily linked to those of Pascual and Meeker
and Loren, and the resulting cumulative distribution
function (CDF) is formally a subcase of the one pro-
posed by Paolino et al. Its originality lies in the inter-
pretation of the underlying damaging mechanisms and
in the detailed presentation of all the tools and proce-
dures needed for a full practical implementation, includ-
ing the confidence interval estimate for the parameters
and the quantiles.
Finally, extensions to other uses are presented.
B I -CONDIT IONAL MODEL : GENERAL CONCEPTS
Within an S-N model with fatigue limit, let us consider
that there are two distinct and independent zones, sepa-
rated by the fatigue limit. A relation between the stress
amplitude and the cycles to failure is present only in the
first part, and it will be referred to as the endurance rela-
tion. Moving to a statistical model, this relation is thus in-
dependent from the limiting condition (i.e. the fatigue
limit) as long as the number of cycles at the knee point
is not defined a priori. The two models are hence statis-
tically independent. This hypothesis is often adopted in
the testing analysis or in the design schematization of
the fatigue strength curves.
Let us consider the cycles to failure when the S stress
is cyclically applied Nf(S) a random variable. Then we de-
fine the probability of endurance as the marginal proba-
bility that the fatigue life Nf(S) at an applied (fixed)
stress S is less than the performed number of cycles N.
That is as follows:
FendNf jS ¼ Pr Nf Sð Þ≤N
  ¼ Fend N ;S; θendð Þ (1)
where θend is an adequate set of parameters.
If we also consider the fatigue limit as random vari-
able, we consecutively define the probability of the exis-
tence of the failure as
FexiSf ¼ Pr Sf ≤S
  ¼ Fexi S; θexið Þ (2)
where Sf is the fatigue limit. θexi is a convenient set of pa-
rameters, and, in general, it is different from θend not
only because the formulations of Fend and Fexi are differ-
ent but also because the scatter is different.
If the two events, meaning the number of cycles to
failure and the happening of the failure itself, are con-
sidered as independent, then the overall behaviour can
be considered as parallel system in which both condi-
tions must be satisfied for the failure to happen
(Fig. 2). That is, to have failure before N, the
specimen/component must be loaded at a stress level
S above its fatigue limit and Nf at S must be lower
than N.
From the theory of parallel systems, it then follows
that the overall probability of failure is the product of
the individual probabilities
Probability of failure ¼ FendNf jSFexiSf (3)
The concept of two independent conditions, which
both need to be satisfied for failure to happen, is the core
of the model and falls in the ‘Dominant role model’ class
in Harlow’s overview of bimodal behaviours.18 A similar
approach can be found also in Beretta et al.19 in dealing
with extreme value distributions of multiple defect popu-
lations, although they do not explicitly refer to a parallel
system, and they call it ‘Competing risk model’ (which is
the name Harlow uses for the series system model).
Fig. 2 Fatigue failure modelled as a parallel system.
Fig. 1 Basquin’s law with fatigue limit.
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B I -COND IT IONAL : ANALYT ICAL FORMULAT ION
For the finite life region of the Wohler curve, the well-
known Basquin relation3 offers a convenient representa-
tion, which implies a linear relationship between the






If we treat Nf as random variable (as in Grove et al.10)
and by working with natural logarithms, we can use the
Basquin equation to model the cycles to failure:
lnNf ¼ b lnA lnSð Þ þ ϵ (5)
where ϵ is the error term.
By indicating the natural logarithm with the accent ¯,
we assume the marginal CDF of the endurance as
(Fig. 4a)
Fend
Nf jS ¼ Pr Nf S
 
≤N
  ¼ Fend N ; S;A; b; σe 










  ¼ b A S  is the location parameter; σe is
the scale parameter of the distribution of S at given N;
σe′ = bσe is the scale parameter of N at given S; and Φ is ei-
ther the standardised normal (N) or the smallest extreme
value (SEV) distribution. It is worth noting that if ln(x)
follows a SEV distribution, then x is Weibull-distributed.
With the given formulation, the iso-probability curves
are (P is the probability) as follows:
Nf ¼ b A S
 þ σe′ Φ1 Pð Þ (7)
and hence, they are a bundle of lines with common slope
(b) and intercept (bĀ + σe′ Φ 1(P)) in an N vs S dia-
gram (Fig. 3).
The marginal probability density function (PDF) of
Nf is (Fig. 4b)
f endNf jS N ; S;A; b; σe
  ¼ f endNf jS N ; S; θend  ¼ ∂Fend∂N ¼
¼
∂


















where φ is the PDF of the standard normal or of the SEV.
If the distribution of the fatigue strength at given
number of cycles Se N
 
is of interest, the formulation
can be reversed as follows:
Fend
Se jN ¼ Pr Se N
 
≤ S
  ¼ Φ N  b lnA S 
σe′
 !










Similar to the previous case, at any given value ofN,Se
is distributed with parameters [lnA Nb; σe
i
.
Fig. 3 Graphical representation of the Fend parameters.
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In analogy with what have been shown before, the
marginal PDF of Se is as follows:
In many engineering applications, the distribution in
strength at given N (i.e.FendSe jN) is more useful than the dis-
Fig. 4 (a) Cumulative distribution function of Fend (6); (b) Marginal PDF of Fend (8); (c) Cumulative distribution function of Fexi (11); (d) Prob-
ability density function of Fexi (11); (e) Cumulative distribution function of the BCM (27); (f) Marginal PDF of the BCM (14).
f endSe jN N ; S;A; b; σe
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(i.e. the target product life) and S is a design variable. On
the other side, in fatigue testing, S is the controlled (inde-
pendent) variable, and N is the outcome of the test itself;
that is why Fend
Nf jS is the proper way for at least the fitting
of the models to the data. In the standard, non-
probabilistic Basquin, the suggested approach is in fact




Nf jS option is hence chosen as the standard op-
tion for the model. However, to give a direct feeling of
the distribution in FendSe jN , the parameters are those of
the latter.
The Fexi is the CDF of the fatigue limit, and hence, it
is not a function of the number of cycles, that is in the
proposed model, there is no slope in the iso-probability
curve for the Very High Cycle Fatigue region. Its formu-
lation is (Fig. 4c)
FexiSf ¼ Pr Sf ≤ S
  ¼ Fexi S; θexi  ¼ Φ S  μfσf
 !
(11)
with the same notation, Φ is again either the standard or
the SEV CDF, μf is the location parameter (i.e. the char-
acteristic value) and σf is the scale parameter (i.e. the scat-
ter parameter) of the fatigue limit.
The marginal PDF of S is simply (Fig. 4d)
f exiSf S;μf ; σf
 
¼ f Sf S; θexi

















Finally, the marginal CDF of the BCM is the product
of Fend and Fexi (Fig. 4e):
FNf ¼ F N ; S;A; b; σe;μf ; σf
 
¼ FBC N ; S; θ 








Again, Φ is either the normal or the SEV CDF, and,
for the sake of clarity, the choice can be different for Fend
and Fexi, leading to four combinations. Although it is the
result of different assumptions and framework, this
resulting CDF is very similar to the one presented in
Loren et al.15 (see also Loren21) and to the case of ‘one
failure mode due to one cause with fatigue limit’ in
Paolino et al.16
The marginal PDF of the BCM is the partial deriva-
tive of FNf with respect to N (Fig. 4f):
f Nf N ; S;A; b; σe;μf ; σf
 
¼ f Nf N ; S; θ


























where φ is the PDF of the normal or the SEV.
The P quantile at given S can be explicitly derived as
follows:
P ¼ FBC N ; S; θ  ¼ Φ N  μe S 
σe′
 !





  ¼ ℚ P;S  ¼
μe S







if S > μf þ σfΦ1 Pð Þ




Unfortunately, there is no explicit formulation of the
quantile at given N, which is often of interest.
P ¼ FBC N ; S; θ  ¼ Φ S  μe N 
σe
 !













However, it can be found numerically by iterating this
loop:
Siþ1 P;N












 < admissible error
(17)
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With this formulation, the iso-probability curves look
as in Fig. 5. Some features are worth noting:
a) Two linear parts, which may be called HCF and
VHCF areas, are smoothly connected by a curved
transition zone;
b) These two parts are dominated, respectively, by Fend
and Fexi. This also means that data within these re-
gions will only influence the fitting of the dominating
distribution. Data in the transition zone will influence
both distributions (Fig. 6).
c) The HCF and VHCF areas can have, generally, dif-
ferent strength distributions and different scatter.
This in fact was one of the characteristic hypothesis;
d) The transition, curved zone of each single iso-
probability curve is not explicitly written in the model
but is a result of the product of Fend and Fexi.
e) The transition region is practically the only one in
which the model is ‘truly effective’, meaning Fend
and Fexi are both active; on the other hand, this is also
the region with usually the highest density of experi-
mental data;
f) TheHCFzonehas a constant degree of scatter, that is it
assumes a homoscedastic behaviour. A heteroscedastic
extension can be considered by adding a further param-
eter (see par 6.5).
PARAMETER EST IMATE PROCEDURE
As it is stated in Eq. (13), with this formulation, this
model has five parameters, whose fitting inevitably need
an optimization through numerical tools. The
consolidated tool for this kind of problem is the optimi-
zation of the parameters in order to maximise the model
log-likelihood. With five (or more, if extensions are
added up) parameters, this optimization is not trivial,
and one crucial issue is the initial estimate (i.e. starting
point for the optimization) of the parameters.
The suggested procedure is to separately perform a
first estimate for the Fexi and Fend parameters, then to ad-
just by considering the full FBC. In the following, a step
by step procedure is presented.
First estimate of the Fend parameters: A, b, σe
The broken specimens usually produce the points
Ni; Si
 
that are mostly aligned following the Basquin re-
lation [linear trend with some degree of scatter, see (5)].
Let us thus first consider only the broken specimens; a
preliminary estimate of A and b can be drawn by a least
square fitting of a linear interpolation of ln(N) versus ln
(S). After that, one can make advantage of the homosce-
dasticity and project the Ni; Si
 
points to an arbitrary
value of stress amplitude S
0
. The array of resulting cycles
to failure is composed of
N
0
i ¼ Ni S
0
 
¼ b Si  S0
 
þNi (18)
This array can be interpreted as a univariate sample
with 0.5 quantile equal to the intercept of the least square
fitted line with the value S
0
. The scale parameter of the
fitted distribution (either normal or SEV) can be taken
as a first estimate of σe.
Fig. 5Wohler plot of data and iso-probability curves according to the BCM. Here, a normal distribution has been used for Fend and a SEV for
Fexi . As a result, the marginal PDF of N at given S is a lognormal in the Fend regime and the marginal PDF of S at given N is a Weibull in the
Fexi area (as shown).
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First estimate of the Fexi parameters: μf,σf
In estimating the parameters of the fatigue limit distri-
bution, we need to consider also the unbroken, or
run-out, specimens. As it has been suggested for the
analysis of stair-case data,8 the parameters can be
found by maximising a log-likelihood of the Fexi in
which
• all data are considered as right-censored (i.e. quantals);
and
• the likelihood uses the CDF for the broken and the
complimentary CDF for the run-outs. That is




  δi  1 Fexi Si; θexi  1δi (19)
where δi = 1 if the i-th specimen is a failure, δi = 0 if is a
not broken (run-out).
More practically, the log-likelihood to be
maximised is




δiln Fexi Si; θexi
   1 δið Þln 1 Fexi Si; θexi  
(20)
It is important to notice how this formulation reveals
the statistical weakness of the stair case approach, as
discussed in the introduction. The quantal approach does
not make use of valuable information such as the cycles to
failure, and hence, the confidence interval of the esti-
mated parameter is expected to be wider.
Final estimate of all the parameters
The first estimates can now be used as starting point for a
maximisation of the likelihood of the FBC, similarly to
what has been suggested by Nelson22:
L θð Þ ¼ ∏
n
i¼1
f Nf N i; Si; θ
 h iδi  1 FNf N i; Si; θ h i1δi (21)
Again, it is easier to work with the log-likelihood,
that is
L θð Þ ¼
Xn
i¼1
δi ln f Nf N i; Si; θ
 h i
þ 1 δið Þln 1 F
Nf
N i; Si; θ
  
(22)
By comparing (22) with (20), the strengths of a P-S-N
model with respect to the stair-case-like procedure may
be appreciated: the quantal approach is used only where
appropriate (i.e. the censored data) and the information
of the cycles performed by each specimen is explicitly
taken into account.
Confidence intervals estimate
Especially when dealing with low probabilities, the (max-
imum likelihood) estimate of the parameters and of the
quantiles alone cannot be sufficient from the reliability
point of view. Being able to take into account also for
the finitude of the experimental data is crucial, and hence,
it is desirable to have an explicit formula to lower the
estimate as a function of the number of data points and
desired confidence level. Unfortunately, this is possible
Fig. 6 Areas of influence of Fend and Fexi.
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only in some limited situations.23,24 In the following, two
procedures are presented for the estimate of the confi-
dence intervals for the parameters and the quantiles.
Confidence intervals for the estimate of the
parameters
Confidence intervals for the parameters can be estimated
using a likelihood ratio approach, in accordance to the
field literature.13,21 If θ = (θ1, θ2) is a partition of the
vector of parameters θ, θ1 is a vector of k parameters of
interest, and θ is the ML estimate of θ,13 the profile
likelihood of θ1 is defined as
R θ1ð Þ ¼ max
θ2




If k = 1, plotting R(θ1) results in a curve with an inverse
U shape.
When evaluated at the true value θ1, the asymptotic
distribution of  2log[R(θ1)] is a chi-squared distribution
of with k dof.25 It follows that an approximate 100
(1α)% confidence region for θ1 is given by the set of
θ1 such that
2log R θ1ð Þ½  ≤ χ2k;1αð Þ (24)
where χ2k;1αð Þ is the 1α quantile of a chi-squared distri-
bution with k dofs. If k = 1 (24) allows to compute the ap-
proximate confidence intervals for θ1. Figure 7 shows the
graphical representation of the profile likelihood
approach.
Confidence interval for the quantiles
The procedure used for the parameters can be used also
for the quantiles if one of the parameters can be explicitly
expressed as a function of the other parameters and the
quantile itself.25 This can be carried out using the formu-
lation of the quantile at given S [Eq. (15)].
An effective alternative, although computationally
more expensive, is the bootstrap method, whose applica-
tion in this case is described in the following.
The basic idea is to draw a sample from the estimated
distribution and then to fit the model on it. For each vir-
tual case (specimen), a value of probability is chosen
randomly, and by inverting the model CDF, a corre-
sponding value of the variable(s) is derived. The set of
virtual data can now be analysed the same way it has been
carried out for the physical test. By doing so a large num-
ber of times, one can build a database of parameters and
of quantiles estimate. The 1 α confidence interval can
then be computed by ranking these datasets.26
The concept of virtually replicating the test many
times also implies that the same conditions and context
of the physical test should be pursued. One consequence
is that the virtual samples cannot be chosen totally arbi-
trarily. In the following, the testing procedure is analysed.
In fatigue testing, the stress amplitude is the indepen-
dent variable (the input value chosen by the user), and
usually the test manager defines the stress levels basing
on the ongoing behaviour of the test itself. If this proce-
dure is structured, that is replicable and objectively de-
fined, as in the case of the stair-case method,7 it can be
virtually copied. If not, keeping the same stress amplitude
set of the physical test is the most obvious choice. That is,
we start by considering the set of Si; i ¼ 1;…; n of the
log-stress amplitudes performed during the test.
For each j-th loop, then, a vector of size n (being n the
number of valid tests) of random values of probability P is
drawn, named Pj. For each coupleSi;Pj;i (where i = 1,.., n),





j;i ¼ ℚ Si;Pj;i
 
(25)
(where v stands for virtual). It must be noted that
N
v
j;i∈ 1;þinf½ , where N
v
j;i ¼ inf when
Si < ℚexi Pj;i
 
(26)
or, in other words, when the applied stress is lower than
the fatigue limit at the (randomly) chosen probability (15).
Fig. 7 Plot of 2log R θ1ð Þ½   χ2k;1αð Þ.
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In case of applications where censored data are in-
volved, a further effort must be employed in order to
properly take them into account.
For ‘low’ values of N
v
j;i , no problem arises, but for
‘high’ number of cycles, we need to define whether the
i-th specimen needs to be considered broken or run-
out. Even in the latter case, also, we must define the num-
ber of cycles performed in the virtual test. Again, with the
aim of correctly replicate the physical test, we need to
follow its same procedure.
In some cases, the run-out limit is pre-defined and is
kept constant through the whole test. This is a simple
scenario (Fig. 8a). In real applications, the situation can
be very different, because of convenience mainly, and in
some cases, it can happen to have specimens broken at a
number of cycles actually higher than some censored
(run-out) samples (Fig. 8b & c).
To deal with this (general) context, we used and
suggest the following. First, an array of all the Ni
from the real test greater or equal of the minimum
run out is collected:
eN ¼ Ni > minNROih i
where NROi are the endurances of the run-out tests.
This array can be seen as the availability (or ‘willing-
ness’) of the laboratory to perform long runs. Ñ will
then contain all the endurances of the run outs, plus
some potential breaks.
In deriving the virtual endurances as described previ-
ously, each time theN
v
j;i is greater thanminN
RO
i , we loop
into Ñ to obtain the maximum number of cycles that the




eNi, then i is broken with Ni ¼ Nvj;i; Alterna-
tively, ifN
v
j;i≥ eNi, meaning the specimen do break, but the
lab is not willing to let the test run that long, i is a run-out
with Ni ¼ eNi.
At the end of this process, for each j th bootstrap






whole procedure is schematically shown in Fig. 9.
By fitting the model to the virtual data, with the afore-
mentioned procedure, we then derive a set of parameters
θj. With this, it is possible to numerically calculate the P-
quantile at S given N or in N given S. In this paper, the
bootstrapping procedure has been repeated 500 times
for each fatigue test set.
Once the θj and/or the quantiles are organised in as-
cending order, the 1 α confidence interval is bounded
by the values with rank α2 and 1 α2. The quantile curves
are then drawn by points, and the resulting plot is shown
in Fig. 10.
In Table 1, the bootstrap estimates of the confidence
interval of the parameters are reported and compared
with those obtained with the relative likelihood method;
results are referred to the dataset in Fig. 10. The two
methods are in excellent agreement except for the scale
parameter of Fexi, which is actually the one that show
the largest relative confidence interval.
In the author’s knowledge, such a procedure has not
been formalised yet and may be a valuable framework,
which allows great freedom in test management.
Fig. 8 (a) Fatigue test data where the run-out limit has been kept
constant through the whole test; (b) Fatigue test data with variable
run-out limit. In this case, however, it is still possible to define a
number of cycles that divides the broken from the run-outs; (c) Fa-
tigue test data in a more general configuration: the run out limit has
not been kept constant, and some specimens broke at N higher than
some run-outs.
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Fig. 9 Schematic representation of the virtual testing for the bootstrap procedure. Particular attention is focused on the definition of the run outs.
Fig. 10 Wohler plot with median and 90% confidence lower bounds for some relevant quantile curves. Resulting confidence margin is larger
for Fexi because of its inherent lower significance of the data.
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POSS IBLE EXTENS IONS
In the following, some variations of the model formu-
lated previously are presented. All of them imply a var-
iation in the number of parameters. In this regard,
although maybe obvious, it is worth remembering the
pros and cons of this topic. Every addition of a param-
eter is usually in the direction of having a model that is
more adherent either to the data or to some theoretical
assumptions. The first obvious counter effects are the
computational and mathematical burdening. The more
subtle, secondary consequence is that the confidence in-
tervals become wider. Because, reversely, the sample
size is generally inversely proportional to the uncer-
tainty of the estimate, it is common sense that larger
data sets allow for mode complex models. Although
some statistical tools may come in handy, in our under-
standing, there is no ‘right’ solution to this problem,
and it is only by engineering judgement and experience
that one can make the most appropriate choice for the
specific problem.
Considering three-parameters distributions
In principle, there is no restriction in using a three-
parameter normal or SEV distribution instead of the
most common two-parameter formulation. Obviously,
the number of parameters of the model will increase.
Particularly for Fexi, the use of a threshold parameter
allows for a P = 0 lower bound in fatigue limit. This seems
engineering sound, because it is common sense that no
specimen would ever break at stress amplitude close to
zero. On the other hand, however, the price is paid in
terms of higher confidence intervals. This is generally
true in the sense that the larger the number of parame-
ters, the larger the confidence intervals. In the case of
Fexi, in particular, the estimate of the threshold is made
even harder because of the scarcity of data in that region.
Finally, for the three-p Weibull in particular (i.e. the
SEV for the log-data), it is known27,28 that the three-
parameter formulation is poorly fitted by means of Max-
imum Likelihood methods.
Heteroscedasticity
Another possible extension of the model may be adding a
further parameter to take a potential heteroscedastic
behaviour in the HCF region into account, similarly to
what has been proposed by Loren.21 As a first step, a lin-
early (in a log–log diagram) increasing scatter in fatigue
life as stress decreases is the most reasonable choice
(Beretta et al.29).
Account for a change in slope after the knee point
One of the basic assumptions of the model was the exis-
tence of a fatigue limit associated to the existence of the
‘critical’ defect. As a result of the model formulation,
the p quantile S-N curves gradually connect the Basquin
line to a horizontal asymptote. A different scenario, rele-
vant to a different class on materials/processes/loading
conditions, is the one where the HCF or VHCF region
still has some slope. In this case, the second statistical
event can be attributed to a different damaging mecha-
nism. Again, if these two events are considered as statisti-
cally independent, the main framework of the BCM can
be bent to a formulation where there are basically two
Fend. Besides the extra parameter, this has a considerable
impact in the presented parameter estimate procedure.
Ideally, if there are sufficient data, one can replicate the
initial estimate by a least square regression of the broken
specimen in and after the knee point. The initial estimate
of the scatter parameter could be more conveniently
drawn by reducing the points to an arbitrary number of
cycles instead of a stress level, because of the (usually)
lower slope.
Constant scatter in the HCF and VHCF regions
Although not fully consistent with the model hypothesis,
it is possible to reduce the number of parameters by
employing the same type of distribution (normal or
SEV) for Fend and Fexi and the same scale parameter
σe = σf. This reduces the number of parameters to four
and is especially suited in case of small sample sizes.







90% confidence interval, bootstrap
A 1 0.86 1.21 0.86 1.20
σe 1 0.81 1.27 0.77 1.21
b 1 0.88 1.12 0.89 1.11
μf 1 0.98 1.01 0.98 1.01
σf 1 0.56 2.05 0.37 1.57
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Transition to the static strength (tensile test results)
It is known that in the Basquin’s law, the constant A [Eq.
(5)] should be such that the maximum stress in the fatigue
cycle at N=1 is equal to the static strength (in true
stress). If this is not explicitly set as a constraint, it usually
happens that the value obtained from the parameter esti-
mate is different. Even if this hypothesis is verified, it
would be of interest to take into account the static
strength distribution, which is, in general, different from
that of fatigue.
Within the same framework, it is possible to extend
the proposed model to include the static strength in
probabilistic terms. If the static strength is seen as a sto-
chastic variable independent from the fatigue one and if
it is sufficiently higher than the fatigue limit, that is
Pr Sf ≤ S
 
≈1 f or S close to the static strength
Pr Su ≤ S
 
≈0 f or S close to the fatigue limit
(27)
it can be added to the equivalent system as a block in se-
ries with that of fatigue. This is because failure will occur
if static strength or fatigue strength is reached (Fig. 11).




Ri⇒ FS ¼ 1 ∏
n
i¼1
1 Fið Þ (28)
where RS is the system reliability and FS is the system
probability of failure.
The uncertainty of the static strength can be modelled
similarly to the fatigue limit:
FstSu ¼ Pr Su ≤ S
  ¼ Fst S;μst; σst  ¼ Fst S; θst 




With the same notation, Φ is again either the standard
or the SEV CDF, Su is the static strength, μst is the loca-
tion parameter and σst is the scale parameter of the static
strength.
(28), (29) and (13) can now be combined, and the
resulting failure CDF becomes as follows:
The marginal PDF is the partial derivative of F with
respect to N :
f N N ; S;A; b; σe;μf ; σf ;μst; σst
 
¼ f N N ;S; θ









Φ S  μf
σf
 !




where φ is the PDF of the normal or the SEV.
The expression for the quantile in N at given S cannot
be explicitly derived in the general form. However, mak-
ing use of the hypothesis in (27), the quantile becomes as
follows:
N P; S
  ¼ ℚ P;S 
¼
1 if S ¼ μs þ σsΦ1 Pð Þ
μe S








1CCCA f or Sμf
μe S






1CCCCA f or Sμs
þ∞ if S ¼ μf þ σfΦ1 Pð Þ
8>>>>>>>>>>><>>>>>>>>>>>>:
(32)
With the given formulation, the Wohler plot becomes
like the one in Fig. 12.
F N ; S;A; b; σe;μf ; σf ;μst; σst
 
¼ F N ; S; θ  ¼ ¼ 1 1 Φ S  μst
σst
  












Φ S  μf
σf
 !
þ Φ S  μst
σst
 








Fig. 11 Failure modelled as a serial/parallel system.
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As the parameter estimate and confidence interval are
concerned, in principle, the aforementioned procedure
can be followed, namely to separately estimate the pa-
rameters of the three distributions and then perform a fi-
nal tuning with the full model (using an ML procedure).
However, unless there are fatigue data in the Low Cycle
Fatigue region (LCF, i.e. N∈ [101; 103]), in practice, the
static and fatigue parameters can be estimated separately.
In practice, the stress-life approach is actually not suitable
for exploring the LCF, where an approach in deforma-
tion is more appropriate. The proposed extension does
not claim to accurately and properly describe the LCF
region. It is thus meant to be an alert on the probability
of entering a different failure mode (the static strength),
similarly to what has been proposed by Paolino et al.16
for the transition stresses between different Basquin
lines. The concept of a series system applied to behaviour
of materials is the mechanism of the ‘competing risk
model’ presented by Harlow.18
GENERAL ISAT ION : OTHER POSS IBLE USES
The proposed model can actually be adapted to any
physical phenomena or design schematization where
there is a linear trend limited by threshold conditions
and where it is reasonable to assume statistical inde-
pendence of the underlying phenomena. Fatigue-
related examples are the Paris diagram and the
Kitagawa diagram:
Paris diagram (crack propagation)
The da/dN versus ΔK plot, in log–log scale, has a cen-
tral linear trend limited by a threshold for low values
of ΔK (ΔKth) and one for high values (KIC). Apart from
the fact that the exponent is positive, that is the depen-
dent variable is increasing with increasing of the inde-
pendent one, the Paris diagram is indeed very similar
to the Wohler plot as it is represented in Fig. 12, once
the Wohler plot itself is correctly displayed with the in-
dependent variable (the ΔS) in the abscissa. The Paris
law is actually an exponential function such as the
Basquin’s. Experimentally, the three regions are
smoothly connected, and some formulations30 have
tried to explicitly describe this transition. But because
the threshold ΔKth, the linear relation da/dN versus
ΔK and the threshold KIC are also experimentally af-
fected by some degree of scatter, they can be treated
as stochastic variables, and under the same assumption
as for the Wohler plot, the Paris diagram can be de-
scribed by the present model. The non-propagating
condition, that is there is no propagation if the applied
ΔK is lower than the ΔKth, and the Paris’ law are a par-
allel system, in the sense that to have propagation, they
both need to be satisfied. The unstable propagation
condition, that is there is infinite increase in crack
length for a single cycle, and the Paris’ law are a serial
system, because anyone of the two is sufficient for prop-
agation. The formulation can be drawn by the one pre-
sented by substituting the fatigue limit with the
threshold, the static strength with the KIC, and the
Fig. 12 Wohler plot at different failure probabilities. Here, the Weibull distribution has been used to model the static strength while Fend and
Fexi use a Lognormal.
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Basquin relation with the Paris law dadN ¼ CΔKn . The




;ΔK ;C; n; σp;μth; σth;μIc; σIc
 
¼
¼ Φ ΔK  μIc
σIc
 











Φ ΔK  μIc
σIc
 











where the pedix th refers to the distribution of ΔKth, Ic
to that of KIC, p to the Paris–Erdogan relation and
μp ΔKð Þ ¼ C þ nΔK . Figure 13a shows an example of a
Paris plot reinterpreted by the present model. A similar
model has been recently proposed by Paolino et al.31
Kitagawa–Takahashi diagram
As also highlighted by Morel et al.,32 the strength because
of a defect (crack) and that of the ‘parent’ defect-free ma-
terial are independent probabilistic events that can be
seen as a series system. In fact, for the material to fail, it
is sufficient that just one of the two is satisfied. Moreover,
in the extension proposed by Atzori and Lazzarin,33 an-
other threshold is due to the condition of blunt notch.
In this case, both the conditions of a ΔS greater than
the blunt notch strength and the combination of ΔS and
defect size must be satisfied in order for failure to occur
Fig. 13 (a) The Paris diagram reinterpreted using the extended Bi-conditional Model; (b) The Kitagawa–Takahashi diagram modelled as a
series–parallel system using the extended Bi-conditional Model.
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(parallel system). Considering Sa1 m¼K= as a relation be-
tween the fatigue strength and the defect size a (in
LEFM, m =2 and K ¼ ΔKth2Y ffiffiπp with Y being the shape fac-
tor), the resulting model is
F a; S;K ;m; σL;μ0; σ0;μN ; σN
  ¼
¼ Φ S  μ0
σ0
 
þ Φ S  μN
σN
 




Φ S  μ0
σ0
 
Φ S  μN
σN
 





where the pedix 0 refers to the distribution of the fatigue
strength in ‘defect free’ conditions, N to that of the
(blunt) notched condition, L to the LEFM-like relation
and μL S
  ¼ m K  S  . Figure 13b shows an example
of a Kitagawa–Takahashi diagram reinterpreted by the
present model.
CONCLUS IONS
The classic modelling of the Wohler curve as a linear re-
lation between N and ΔS (in a log–log plot) with a lower
threshold (the fatigue limit) is here reinterpreted in a
probabilistic fashion. By considering these two events as
independent stochastic events that both needs to happen
for failure to occur, the system can be modelled as a par-
allel system, and thus, the overall probability of failure is
the product of the individual probabilities.
Following this assumption, the presented model al-
lows using different distributions both in formulation
(Lognormal, Weibull, two or three-parameter formula-
tions) and in scatter of the two events. As a result, the
strength distributions are different in the HCF and in
the VHCF regions. Practically speaking, the two models
will be coupled only in the transition region between
these two domains where the transition between the fi-
nite and infinite life comes out smooth as a result of the
probabilistic setting. However, this is also the region that
has usually the highest density of experimental data.
Under this framework, the case in which a probabilis-
tic Basquin is used to model the finite life region is here
expressed in details and represents a good balance be-
tween flexibility, applicability and simplicity. The
resulting five-parameter CDF has been fitted with a pro-
cedure that has proven both robust and fast once imple-
mented in an automated algorithm.
The derivation of the confidence interval for the pa-
rameters and the quantiles is a further step forward in
reliability-oriented analysis. In accordance with the
recent literature, the suggested procedure makes use of
the profile likelihood, which is basically just a matter of
more calculation time, because the ML fitting has to be
repeated multiple times in order to draw the profile. An
alternative approach is also presented using a bootstrap
method. The matter of how to define the run-outs in
the synthetic replicas of the testing arises. This is not
trivial unless some heavy restrictions are imposed in the
testing strategy. In an effort to cover the most general
case, we present an innovative and robust analysis
procedure.
Finally, an extension that includes the static strength
with its probability distribution is presented and allows
giving an alert about the onset of a different damaging
mode. More generally, this probabilistic framework can
be empowered whenever dealing with a linear trend that
starts or ends to a threshold condition. Examples of ap-
plication to the Paris and Kitagawa–Takahashi diagrams
are provided.
The present model inserts itself in a line of recent
models (see Refs. throughout the text). Similarly to these,
most of the concepts are not entirely new but combined
in a package that aims to fit a class of materials and prac-
tical needing. A comprehensive set of statistical tools is
provided with focus on reliability applications at low
probabilities and high number of cycles. A further step
would be to test this model on multiple data sets and to
compare it with other existing models.
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